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The Technical Committee on Flammable and Combustible Liquids Code notes the following errors in the 2003 edition of 
NFPA 30, Flammable and Combustible Liquids Code. 

1. The Annex item to 3.3.7 should read: 

“This correlates with the U. S. Department of Transportation definition of ‘non-bulk container ’. ” 

2. In 4.2.5.2.3, subparagraph (B) should be relocated to the parent paragraph as a new third sentence. 

3. In 4.2.5.2.6(3), delete the last three words “for fire protection”. 

4. In 4.2.5.2.8, change “17.2 kPa” to read “17 kPa”. 

5. In 4.2.7.3(2), change “their flash points” to “its flashpoint”. 

6. In 4.3.2.6.5, replace the last two words “subsection ” with this “4.3.2.6”. 

7. In 5.5.5.3, relocate the last sentence to 5.5.5.4, making it the first sentence of 5.5.5.4. 

8. In Figures 6.8.2(b) and 6.8.2(c), in the diamond at the bottom of the figure, the references to 6.8.2.3 should 
read: 

“6.8.2.4”. 

9. In 6.8.2.1, both references to Table 6.8.2(c) should read: 

“Tables 6.8.2 (c) and (d)”. 

10. In addition, both Exception No. 1 and Exception No. 2 should be relocated to 6.8.2. 

11. In 6.8.2.2, the reference to NFPA 230 should be replaced with a reference to NFPA 13, Standard for the 
Installation of Sprinkler Systems. 

12. In 6.8.2.3.1, the reference to 6.8.2.2 should be replaced with a reference to 6.8.2.3. 

13. Revise 6.8.2.8. to read: 



“Foam-water sprinkler systems shall be designed to provide foam-water solution at the design concentration 
with as few as four sprinklers flowing.” 


14. In Table 8.2.2, change the section for “Tank - Aboveground” as follows: 

The fourth entry (opposite “Shell ends, or roof and dike area ”) should read “Within 10 ft. from shell, ends, or 
roof of tank; also, area inside dike up to top of dike wall.” 

15. In Table D.2(k), the test reference should read: “Results of Tests S-77 through S-82”. 


16. In Table D.4(a), in the first and second sections, the last three columns should read as follows: 


Sprinkler Protection Criteria 

Ceiling Sprinkler Type, Fire Protection Scheme or Fire Test 

Temperature Rating _ Sprinkler System Design _ Ref. 

Any Scheme A (see 6.8.6.1) 1 

K-14 ESFR 12 @ 75 psig 2 

ordinary standard Scheme C (see D.4.1) 3 

spray sprinkler 


Any Scheme A (see 6.8.6.1) 1 

K-14 ESFR 12 @ 75 psig 4 

ordinary standard Scheme C (see D.4.1) 3 

spray sprinkler 
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